





























JINGLE

Professional conference speaker system

310M

Two-way 8” speaker system

HIGH QUALITY SOUND,
RELIABLE CONFERENCE SPEAKER

The PR Series has been tofally redesigned to be
more usable, durable, and controllable than ever
before.

From design to real use, the PR series's outstanding
audio level and high stability meet the growing

Using in; Conference room, function room and courtroom demand for professional products in conference

Installation method: Wall Mounting or Suspension rooms. And the installation of the speaker is very
Accessories: Swivel Wall bracket easy, the original GU series wall hangings can quickly
Color: Black or White complete the engineering installation.
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Professional two-way speaker

PR-10A

Two-way 6.5" speaker system

FRESH, BRIGHT, BEST RELIABILITY

Using in: Conference rooms, lectures, community centers
Installation method: Wall Mounting or Suspension
Accessories; Swivel Wall bracket

Color: black

PR-20A

Two-way 6.5"x2 speaker system

BRIGHT AND THICK
OUTSTANDING STABILITY

Using in: Conference rooms, lectures, courts
Installation method: wall-mounted or hanging
Accessories: Swivel Wall bracket

Calor: black

PR-18A

Two-way 8” speaker system

BROADER FREQUENCY RESPONSE,
COMPREHENSIVE SCALABILITY

Using In: Conference rooms, lectures, courts
Installation method: wall-mounted or hanging
Accessories; Swivel Wall bracket

Color; black

PR-100A

Two-way 10" speaker system

HIGH-QUALITY SOUND,
EASY INSTALLATION

Using in: Conference rooms, lectures
Installation method: wall-mounted or hanging
Accessories: Swivel Wall bracket

Calor: black




Ultra-thin series Line array speaker system | JINGLE®
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PROFESSIONAL LINE ARRAY SPEAKER SYSTEM

The professional of the ultra-thin series array loudspeaker allows you to
direct sound to where the audience is located resulting in better overall
— clarity throughout the venue.

The Ultra-thin series features the performance of high end line arrays in a

I_i n e a rray S p e ak e r Sy St e m gg{rgﬁgé fs?errfrr]gﬁ.n It]% 8;00\2?12; L?r;tt?é?]r;.ding coverage, clarity and flexibility. You

(8712716 Pcs MV400 or MVG00 with 1 Pes G20L)

G20L Subwoofer provides a unique suspension-mounted speaker structure
for the MA40, let hoisting process easier.
Simplified guick connections ensure fast setup and takedown.

More bass. Subwoofer Less space. Alicatiins

i i i i Large Conference \ Multi-purpose conference room
Altractive deS|gn CreE.iJ[eS 2. HIIgue SyStem with Houses of worship \ Schools and universities G20LMV400-12x
a rugged but professional look. Resorts and hospitality venues

Business presentations
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Professional Line array speaker system | . JINGLE
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ML3-AX+ML35

G20LMVB00-8x Professional Line array speaker system
G20LMV400-8x Ultra-thin
Line array speaker system
More bass. Subwoofer Less space.
Attractive design creates a unique system with
a rugged but professional look.

The professional of the Ultra-thin series array loudspeaker allows you
fo direct sound to where the audience is located resulting in better
overall clarity throughout the venue.

The Ultra-thin series features the performance of high end line arrays
in a compact format. lts provides outstanding coverage, clarity and
flexibility. You can choose from four configurations.

(8/12/16 Pcs MV400 or MVB00 with 1 Pes G20L)

G20LMV600-16x

G20L Subwoofer provides a unique suspension-mounted speaker
structure for the MA40, let hoisting process easier.
Simplified quick connections ensure fast setup and takedown.

Applications

Large Conference \ Multi-purpose conference room
Houses of worship \ Schools and universities
Resorts and hospitality venues

Business presentations

OTHER EQUIPMENT:
26MAX OR 48MAX AUDIO PROCESSOR
CN SERIES POWER AMPLIFIER

2023 | JINGLE PROFESSIONAL LINE ARRAY SPEAKER SYSTEM




JINGLE
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TWO-CHANNEL AND FOUR-CHANNEL POWER AMPLIFIER

CN SERIES
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High quality, feeling,
Wake up the sound of the ear
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Professional equipment

Professional Audio Processor

ZOMAX

HRL RS N |
PROVIDE SUPERIOR AUDIO QUALITY Using in: conference room, mutti-purpose hall, banquet hall

Installation method: standard cabinet  Channel: 2 in 6 out

26MAX PROFESSIONAL AUDIO PROCESSOR

Enter i A 2-way electronic balance RCA Lotus
Impedance N i=E >10KQ

CMRR St 65dB (50Hz-10KHz)
Export i H 6-way electronic balance
Impedance =k <6002

Minimun load 2/t 60002

Maximum level BABF +15dBm

Frequency Response 4 22 1 iz 0.5dB (20Hz-20KHz)
Distortion ES =} <0.02% 1KHz, +15dBm
Maximum Latenocy B A IERT 450.979ms

Output Gain Wi +6dB=~-40dB step 0.1dB
Input Gain i\ 1 7 +6dB~-40dB step 0.1dB
Appearance Ak pull Bronze
Dimensions R ~ 483 x 210 x 52 mm (WxDxH)
Net weight & = 2.8 Kg

Size of the packing AER 615 x 370 x 60 mm
Gross weight / 1 Pes = =1 4.3 Kg

Two-channel and Four-channel power amplifier

CN Series

ABEMNEERERNEMASE
HIGH QUALITY, FEELING,
WAKE UP THE SOUND OF THE EAR

CN SERIES TWO CHANNELS AMPLIFIER

Model CND200lI CND3001I CND400II CND5001I

Stereo Power 2x200W(802) 2x300W(40Y) 2x300W(8C2) 2x450W(4Q2) 2x400W(8C2) 2x600W(4Q2) 2x500W(8CY) 2x750W(4QY)
Frequency Response = 5Hz-20KHz +0.5dB 5Hz-20KHz +0.5dB 5Hz-20KHz +0.5dB 5Hz-20KHz +0.5dB

S/N Ratio >93dB (at 8Q @1KHz) >95dB (at 8Q @1KHz) >97dB (at 8Q) @1KHz) >98dB (at 8Q @1KHz)
Crosstalk <60dB (at 8Q @1KHz) <60dB (at 8Q @1KHz) <60dB (at 8Q) @1KHz) <60dB (at 8Q @1KHz)
Power supply 220v/50Hz (or 110V/60Hz) 220v/50Hz (or 110V/60Hz) 220v/50Hz (or 110V/60Hz) 220v/50Hz (or 110V/60Hz)

CN SERIES FOUR CHANNELS AMPLIFIER

Model CNF2001I CNF35011 CNF45011

Stereo Power 4x200W(8Q2) 4x300W(4Q2) 4x350W(8C2) 4x525W(4Q0) 4x450W(8Q2) 4x675W(4Q2)
Frequency Response = 5Hz-30KHz +0.5dB 5Hz-30KHz +0.5dB 5Hz-30KHz +0.5dB

S/N Ratio >97dB (at 8Q @1KHz) >98dB (at 8Q2 @1KHz) >98dB (at 8Q @1KHz)
Crosstalk <60dB (at 8Q @1KHz) <60dB (at 8Q2 @1KHz) <60dB (at 8Q @1KHz)
Power supply 220v/50Hz (or 110V/60Hz) 220v/50Hz (or 110V/60Hz) 220v/50Hz (or 110V/60Hz)
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JINGLE SPEAKER COMPARISON CHART

FEERXIELER cwmmszns)

TWO-WAY SPEAKER
PR-16Alll

TWO-WAY SPEAKER
PR-26Alll

TWO-WAY SPEAKER
PR-18Alll

TWO-WAY SPEAKER
310MiIl

TWO-WAY SPEAKER
PR-100A

LINE ARRAY / FULL RANGE SPEAKER

MV400 MV600

LINE ARRAY / FULL RANGE SPEAKER

SUBWOOFER
G10L

SUBWOOFER
G20L

LINE ARRAY SPEAKER SYSTEM
G20LMA40-12x

LINE ARRAY SPEAKER SYSTEM
G20LMA60-8x

I & 5 B =7
= Standard = Optional No
Configuration

Configuration

LINE ARRAY SPEAKER SYSTEM
ML3-AX+ML3S

SPECIFICATIONS
Installation icon REET Wall bracket Wall bracket Wall bracket Wall bracket Wall bracket BF-COS side BF-COS side STANDARD: STANDARD: STANDARD:
’ % % 26MAX Audio processor 26MAX Audio processor 26MAX Audio processor
e — ey Ry
= { s OPTIONAL: OPTIONAL:
g ;‘E ; "'\g 48MAX Multi-function audio processor 48MAX Multi-function audio processor CNF200Il Amplifier
3 :
System Type ES &= 3" Tweeter x 1+ 6.5" Woofer x 1 3" Tweeter x 1+ 6.5" Woofer x 2 34mm Tweeter x 1+ 8 Woofer x 1 3" Tweeter x 2+ 8" Woofer x 1 34mm Tweeter x 1+ 10" Woofer x 1 3" Fullrange x 2 3" Fullrange x 4 10" Woofer x 1 10" Woofer x 2 3" Fullrange x 24 \ 10'W x 2 3" Fullrange x 32 \ 10'W x 2 3" Fullrange x 8 \ 10'W x1
Frequency Response 47 22 | R 75Hz-19KHz 75Hz-19KHz 65Hz-19KHz 100Hz-20KHz 60Hz-18KHz 120Hz-20KHz 120Hz-20KHz 45Hz-250Hz 50Hz-250Hz 50Hz-20KHz 50Hz-20KHz 45Hz-20KHz
Impedance FRHRBE 8Q) 8Q) 80 802 8Q) 8Q) 1602 8Q) 40 MV400: 160\ G20L: 4Q) MV600: 8Q)\ G20L: 4Q) ML3-4x: 1602 \ML3S: 8Q)
Handling Power AEIHE 100W(RMS) 150W(RMS) 130W(RMS) 100W(RMS) 150W(RMS) 60W(RMS) 120W(RMS) 250W(RMS) 500W(RMS) MV400(4Pcs): 240W x 3 (RMS) MV600(4Pcs): 480W x 3 (RMS) ML3-4x: 240W, (RMS)
200W(PEAK) 300W(PEAK) 260W(PEAK) 200W(PEAK) 300W(PEAK) 120W(PEAK) 240W(PEAK) 500W(PEAK) 1000W(PEAK) G20L: 500W (RMS) x 1 G20L: 500W (RMS) x 1 ML3S: 250W (RMS)
Sensitivity(1w/1m) REEXR 93dB 94dB 95dB 93dB 95dB 93dB 95dB 93dB 95dB 96dB
Max SPL EEEER 113dB 116dB 116dB 113dB 117dB 110dB 115dB 115dB 122dB 116dB
Connector = O SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors
Housing Material ShFH R MDF MDF MDF MDF MDF Metal Metal MDF MDF Metal + MDF Metal + MDF Metal + MDF
Suspension B G © P30 Series © P30 Series © P30 Series © P30 Series © P30 Series BF-COS side BF-COS side Three-point ring Three-point ring BF-COS side + Rings BF-COS side + Rings BF-COS side + Rings
Wall mounting B R grus ® GU40TI @ Gu4Do @ GU4oD ® GU40II ® GU40II O © - - O G50R O GS50R © G50R
Set on the ground AEHE 8 = = S - © (¢} - = -
Finish ah b0 Black Black Black Black Black Black Black Black Black Black Black Black
Dimensions(W x H x D) R 5 218 x 348 x 152 mm 218 x 530 x 152 mm 263 x 390 x 188 mm 310 x 360 x 178 mm 305 x 442 x 232 mm 400 x 94 x 100 mm 600 x 94 x 100 mm 298 x 400 x 385 mm 400 x 600 x 200 mm 400 x 1950 x 200 mm 600 x 1250 x 200 mm 400 x 730 x 385 mm
Net Weight(1 Pcs) B B 43 Kg 6.5 Kg 6.9 Kg 5.6 Kg 9.5 Kg 2.75 Kg 4.4 Kg 16.5 Kg 20.5 Kg 55.5 Kg 56.5 Kg 25.8 Kg
Size of the packing BERYT 605 x 420 x 477 mm / 2 Pairs 420 x 315 x 645mm / 1 Pairs 490 x 350 x 515 mm / 1 Pairs 443 x 397 x 530 mm / 1 Pairs 405 x 325 x 595 mm / 1 Pes 155 x 585 x 445 mm / 4 Pcs 155 x 585 x 645 mm / 4 Pcs 520 x 427 x 518 mm / 1 Pcs 698 x 300 x 490 mm / 1 Pcs
Gross weight ES B 24.5 Kg / 2 Pairs 17 Kg / 1 Pairs 18 Kg / 1 Pairs 15 Kg / 1 Pairs 12.2 Kg / 1 Pcs 13 Kg / 4 Pcs 18 Kg / 4 Pes 18.2 Kg / 1 Pcs 23 Kg / 1 Pes

PROFESSIONAL CONFERENCE SPEAKER | JINGLE®
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chES G BT R AnE Tl Call Technical Support Email a Question
GABRIEL AUDIO CO., LTD. FOERIIS 1285201 52— » .
NREREBERTTET=RR=RT BT
® Add: No 201, Building 12, No BRI, WRCREA RIS RS P GABPRO@163.com
33, Enzhou Industrial Avenue . B NEIEE MRS, [EERAESZ R A R AR
Middle, Enping City, Guangdong ERRITRINMERS G - 5
www.Gabrielsound.cn Province, China TEL: (86-750)718-2920

If you require more information, please send an email to Gabpro@163.com or visit our website www.Gabrielsound.cn to browse for technical information that is being continuously updated and increased.

ASEFERIRHIEE R T RINSHERRIENE, PN ERR SN AEERTHA, RS R R TR, BB mE.

The information provided in this catalog contains descriptions or characteristics of performance which in case of actual use do not always apply as described or which may change as a result of further development of the products. Availability and technical specifications are subject to change without notice.

©2023-2025 GABRIEL AUDIO CO,, LTD. ALL RIGHTS RESERVED. {#E3FrEHH
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