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CEA L | 75Hz-18KHz ERRE: SNE. ST8ET. SEER=E. &
IR 3 B SxTHRE VRS
REZNE 200W(RMS)400W(PEAK)

RUE 93dB )

BAF RS | 116dB

foE ) | 120°x10°

#H NL4 SpeakON chassis connectors

ShaEH B  MDFilf # [ 27 i .

BEREEN | GUA40 bracket

AT E - P30D hanger

) RE -

Rt (5 x ¥ x &) 155 x 880 x 180 mm

BE (11) | 12.2Kg

AR (FExTExH) | 480 x 245x 1010 mm/ 2 Pcs

£H | 28.8KG/ 2 PCS
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FoF (G x # x #)
BE (1)
BERT (FxEx®)
E£E

SNE. KEXR. BE. BT

|5 LMY T

90Hz-18KHz
80

| 50W(RMS) 100W(PEAK)

90dB

| 10748

90° x 120°

| Red Black Binding post

ABS

| 195 x 195 mm

Yes

=R
| 232 x 232 x 150 mm

3.1 Kg

| 550 x 280 x 385 mm / 4 Pcs
| 13.4KG/ 4 PCS
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DIMENSIONS mm

230

150 195 W)
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TWO-CHANNEL AND FOUR-CHANNEL

PURE POST AMPLIFIER

PG ERIN AL S/ SIS OA

High quality, feeling,
Wake up the sound of the ear

JINGLE | PROFESSIONAL POWER AMPLIFIER




Professional equipment

Professional Audio Processor

ZOMAX

AL EE - |
PROVIDE SUPERIOR AUDIO QUALITY Using in: conference room, mufti-purpose hall, banquet hall

Installation method: standard cabinet ~ Channel: 2 in 6 out

26MAX PROFESSIONAL AUDIO PROCESSOR

Enter i A 2-way electronic balance RCA Lotus
Impedance R >10KQ

CMRR TSIt 65dB (50Hz-10KHz)
Export =) $H 6-way electronic balance
Impedance Iy =k <6002

Minimun load B/haE 60002

Maximum  level BABE +15dBm

Frequency Response 0 22 [ jiz 0.5dB (20Hz-20KHz)
Distortion ES H <0.02% 1KHz, +15dBm
Maximum Latenoy B A IER 450.979ms

Output Gain i) 1 s +6dB~-40dB step 0.1dB
Input Gain LN == +6dB~-40dB step 0.1dB
Appearance Ak il Bronze
Dimensions R b 483 x 210 x 52 mm (WxDxH)
Net weight & = 2.8 Kg

Size of the packing R~ 615 x 370 x 60 mm
Gross weight / 1 Pcs - == 4.3 Kg

Two-channel and Four-channel power amplifier

CN Series
AEENNEESERINEN AR

HIGH QUALITY, FEELING,
WAKE UP THE SOUND OF THE EAR

CND SERIES TWO CHANNELS AMPLIFIER WiEE S F R I E B X &

Model CND200lI CND3001! CND400II CND5001I

Stereo Power 2x200W(80)) 2x300W(4Q)) 2x300W(80Y) 2x450W(40)) 2x400W(8Q2) 2x600W(4Q2) 2x500W(802) 2x750W(40))
Frequency Response = 50Hz-20KHz +0.5dB 50Hz-20KHz +0.5dB 50Hz-20KHz +0.5dB 50Hz-20KHz +0.5dB

S/N Ratio >93dB (at 8Q @1KHz) >35dB (at 80 @1KHz) >97dB (at 8Q @1KHz) >98dB (at 8Q @1KHz)
Crosstalk <60dB (at 8Q2 @1KHz) <60dB (at 8Q) @1KHz) <60dB (at 8Q) @1KHz) <60dB (at 8Q @1KHz)
Power supply 220v/50Hz (or 110V/60Hz) 220v/50Hz (or 110V/60Hz) 220v/50Hz (or 110V/60Hz) 220v/50Hz (or 110V/60Hz)

CNF SERIES FOUR CHANNELS AMPLIFIER BEAERMEBRKASR

Model CNF2001I CNF35011 CNF45011

Stereo Power 4x200W(802) 4x300W(4Q2) 4x350W(802) 4x525W(4Q0) 4x450W(8Q2) 4x675W(4Q2)
Frequency Response 5Hz-30KHz +0.5dB 50Hz-30KHz +0.5dB 5Hz-30KHz +0.5dB

S/N Ratio >97dB (at 8Q @1KHz) >98dB (at 8Q @1KHz) >98dB (at 8Q @1KHz)
Crosstalk <60dB (at 8Q @1KHz) <60dB (at 8Q @1KHz) <60dB (at 8Q @1KHz)
Power supply 220v/50Hz (or 110V/60Hz) 220v/50Hz (or 110V/60Hz) 220v/50Hz (or 110V/60Hz)

JINGLE | AUDIO PROCESSOR AND POWER AMPLIFIER



JINGLE

HIH190

Professional ulira-thin four-channel amplifier

HIGH EFFICIENCY AND ENERGY SAVING
LIGHT WEIGHT, STABLE PERFORMANCE

PROFESSIONAL AMPLIFIER

WS = o s sy oA s

HTF150%;

Amplifier type Thag k& Professional digital amplifier

Channels BHiEE 4 Channels

Output rated power BmE@mEn= 4*150W (8)

Bridge mode FEEs 2°350W (8)

Signal Input Mode EEmAETR balance/unbalance

Line Sensitivity HEIAME 0dB

Input mode selection MAERER Stereo Mode, Parallel Mode, Bridge Mode
Frequency response #0213 i 20Hz~20KHz (-4dB/-1dB)
Signal-to-noise ratio (=110 >85dB

Harmonic Distortion IHiESHE THDO0.1%

Circuit Type F KB Class D

Indicator light BT Power indicator, signal indicator, distortion indicator, protection indicator
Protection Types {Ripga Limiting, surge, overload, temperature, short circuit.
Working temperature TiERE -10C~60C

Working humidity TIERE 20% ~80% relative humidity, no condensation
Product size (W*H*D) FRRT 485 x 260 x 44mm

Net weight BE 3.6KG

JINGLE | AMPLIFIER

Using in: conferences, teaching, and
other applications.

Installation method: standard cabinet
Channel: 4 *150W
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MGlE

NTF250

NTF200

Professional ultra-thin four-channel amplifier

ENERGY EFFICIENT, LIGHT WEIGHT, Using in: conferences, teaching, and

other applications.

EASY TO CARRY, STABLE PERFORMANCE. 5o 5oy = <™

PROFESSIONAL AMPLIFIER

Amplifier type Tha k& Professional digital amplifier

Channels HBHIEE 4 Channels

Output rated power BHMEhE 4*250W (802)

Conversion rate EiRiE = 50V/us

Signal Input Mode EEmAETR balance

Input Sensitivity MAREE 0.775V

Damping ratio ER=ES 514 >1000

Frequency response #7021 i 20Hz-20KHz+/-0.25dB
Signal-to-noise ratio (=115 110dB(A-weighting)

Harmonic Distortion RS HE THD <0.005%

Circuit Type R B Class D

Indicator light BT Power indicator, signal indicator, protection indicator
Protection Types {Ripga Limiting, surge, overload, temperature, short circuit.
Working temperature TERE -10C~60C

Working humidity TIERE 20% ~80% relative humidity, no condensation
Product size (W*H*D) FRRT 485 x 280 x 44mm

Net weight BE 4.78KG

JINGLE | AMPLIFIER
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43MAX

Multi-function audio processor

HIGH PERFORMANCE

MULTI-PURPOSE AUDIO ADJUSTMENT

48MAX PROFESSIONAL AUDIO PROCESSOR

Maximum output level BABHBE

Harmonic distortion

Using in: conference room, multi-pur-
pose hall, banquet hall
Installation method: standard cabinet

Channel: 4 in 8 out

18dBu

WiEkE  <0.003%; 1kHz@+4dBu /<0.0035%; 1kHz@+10dBm /<0.0035% ; 20Hz~20kHz@+4dBu

Frequency response $7 2R  i 20Hz-20kHz, +/-0.2dB

Signal to noise ratio s8R -110dB  ( Unrecorded right)

DSP DSP 400Mhz floating point SHARC ADSP-21488
Sampling frequency FHERE 48K

Mode storage HRFE 32

control method E=alE 100M Ethernet

Noise gate [ R=- | Yes

Feedback suppressor fz 510 41 B8 Yes

Signal generator EEEESR Yes

Compressor E IR 2% Independent 12 Channel

Delayer #E BY g% Output 1-4 218ms / output 5-8 168ms
PEQ PEQ Independent and independent 16 segments
Power supply BR 100V ~—240V

Height B OB 1U / Dimensions:480 x 44 x 210 mm(WxHxD) / N.W.: 3 Kg
Size of the packing BERT Packing: 520 x 380 x 80 mm / G.W.: 4 Kg

JINGLE | AUDIO PROCESSOR



JINGLE SPEAKER COMPARISON CHART

= . FREC  Standard @ J& nome - JERC  Optional ©
FEEXIEEER vrmzzzrs)
TWO-WAY COLUMN SPEAKER FULLRANGE COLUMN SPEAKER FULLRANGE COLUMN SPEAKER FULLRANGE COLUMN SPEAKER FULLRANGE EMBEDDED SPEAKER FULLRANGE EMBEDDED SPEAKER FULLRANGE SPEAKER SYSTEM FULLRANGE SPEAKER SYSTEM FULLRANGE SPEAKER SYSTEM FULLRANGE SPEAKER COAXIAL SPEAKER SYSTEM COAXIAL SPEAKER SYSTEM COAXIAL SPEAKER SYSTEM ACTIVE SUBWOOFER SUBWOOFER
AF880 MV1000 MV600 MV400 M5 V1-25W Al-25W Al-25W 4x A5 K5 T-2511 T-3511 T-16 G10 G10L
N |
$ S
(
[y
SPECIFICATIONS
Installation icon ZHEET  Wall bracket - Wall bracket B Wall bracket Wall bracket Cutout size Adjustable directivity . Wall bracket ‘ ' Speaker Horizontal rotation angle Wall bracket Wall bracket Wall bracket Wall bracket \é'\fj:lztobracket
L ﬂ
195mm
i > » 0°~32° ﬂJ | m m
753 st N — ’; =T ! 9 ox
? “ ;.......195mm.......; 5 > lﬁ
| I

System Type ES # 34mm Tweeter x 2+ 5" Woofer x 4 3" Fullrange x 8 3" Fullrange x 4 3" Fullrange x 2 5" Fullrange 3" Fullrange 3" Fullrange 3" Fullrange x 4 5" Coaxial 5" Fullrange x 2 5" Coaxial x 2 5" Coaxial x 3 6.5" Coaxial 10" Woofer x 1 10" Woofer x 1
Frequency Response S5 EE I L 75Hz-18KHz 120Hz-20KHz 120Hz-20KHz 120Hz-20KHz 90Hz-18KHz 120Hz-18KHz 120Hz-18KHz 120Hz-18KHz 90Hz-18KHz 55Hz-20KHz 55Hz-20KHz 50Hz-20KHz 75Hz-20KHz 45Hz-150Hz 45Hz-250Hz
Impedance RFREE I 8Q) 40 1600 802 80 802 80) 80 802 40 80 60 80 802 8Q)
Handling Power BENR 200W(RMS) 240W(RMS) 120W(RMS) 60W(RMS) 50W (RMS) 25W (RMS) 25W (RMS) 100W(RMS) 50W(RMS) 100W(RMS) 100W(RMS) 150W(RMS) 50W(RMS) 200W(RMS) 250W(RMS)

400W(PEAK) 480W(PEAK) 240W(PEAK) 120W(PEAK) 100W (PEAK) 50W (PEAK) 50W (PEAK) 200W(PEAK) 100W(PEAK) 200W(PEAK) 200W(PEAK) 300W(PEAK) 100W(PEAK) Power supply: AG220V 50/60Hz 500W(PEAK)
Sensitivity(1w/1m) REEBER 93dB 98dB 95dB 93dB 90dB 87dB 87dB 87dB 90dB 93dB 87dB 90dB 89dB 90dB 93dB
Max SPL BEBREER 116dB 122dB 115dB 110dB 107dB 104dB 104dB 104dB 107dB 113dB 107dB 111dB 106dB 113dB 115dB
Connector E O SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors Red Black Binding post 2-position Terminal Clip 2-position Terminal Clip 2-position Terminal Clip SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors Yes Yes
Housing Material SR MDF MDF Metal Metal ABS Plastic ABS Plastic ABS Plastic ABS Plastic ABS Plastic MDF MDF MDF MDF MDF MDF
Suspension / Mounting SREERMH ® GU40IT Wall bracket @ GU40IT Wall bracket @ GU20 Wall bracket ® GU20 Wall bracket Cutout size (L x W): 195 x 195 mm = Cutout size (L x W): 130 x 205 mm @ Wall bracket @ Wall bracket @ GU20 Wall bracket @ GU20 wall bracket ® GU20 wall bracket @ GU20 wall bracket @ GU20 Wall bracket - -
Optional parts AR 8 © P30D Hanger © P30D Hanger © P30D Hanger © P30D Hanger Embedded installation Adjustable directivity: 0° ~32° ©speaker Hanger Adjustable directivity: - 64° ~+ 64° - ©P30A speaker hanger ©OP30A speaker hanger ©P30A speaker hanger ©P30A speaker hanger - -
Other 2 Covering Angle: 120° x 10° Covering Angle: 115" x 10° Covering Angle: 100" x 10° Covering Angle: 95° x 25° Covering Angle: 90° x 120° Covering Angle; 100° x 120° Covering Angle: 100° x 120° 2 Pcs or 4 Pes Combination Covering Angle: 90° x 120° - - - 2 Pcs or 4 Pes Combination - -
Finish LS gl Black Black Black Black White Black / White Black / White Black / White Black / White Black Black Black Black Black Black
Dimensions(W x H x D) R = 155 x 880 x 188 mm 110 x 1000 x 140 mm 100 x 600 x 94 mm 100 x 400 x 94 mm 230 x 230 x 150 mm 158 x 238 x 150 mm 150 x 120 x 170 mm 150 x 480 x 170 mm 200 x 280 x 153 mm 180 x 325 x 170 mm 180 x 325 x 170 mm 180 x 473 x 167 mm 183 x 193 x 203 mm 298 x 400 x 430 mm 298 x 400 x 385 mm
Net Weight(1 Pcs) A | 12.2 Kg 9.5 Kg 4.4 Kg 2.75 Kg 3.1 Kg 1.37 Kg 1.34 Kg 5.36 Kg 2.7 Kg 41 Kg 3.76 Kg 5.2 Kg 2.7 Kg 18 Kg 14.3 Kg
Size of the packing BERYT 480 x 245 x 1010 mm / 2 Pcs 1130 x 380 x 195 mm / 2 Pcs 708 x 275 x 355 mm / 4 Pes 520 x 275 x 355 mm / 4 Pcs 550 x 280 x 385 mm / 4 Pcs 590 x 290 x 380 mm / 6 Pcs 580 x 230 x 365 mm / 6 Pcs 580 x 230 x 365 mm / 6 Pes 497 x 395 x 378 mm / 2 Pairs 520 x 435 x 430 mm / 2 Pairs 520 x 435 x 430 mm / 2 Pairs 510 x 427 x 602 mm / 2 Pairs 515 x 500 x 345 mm / 2 Pairs 535 x 427 x 490 mm / 1 Pes 535 x 427 x 490 mm / 1 PCS
Gross weight ES B 28.8 Kg / 2 Pcs 23 Kg / 2 Pcs 26 Kg / 4 Pcs 16 Kg / 4 Pcs 13.4 Kg / 4 Pcs 11 Kg / 6 Pes 11.5 Kg / 4 Pcs 11.5 Kg / 4 Pcs 17 Kg / 2 Pairs 21 Kg / 2 Pairs 19.6 Kg / 2 Pairs 26 Kg / 2 Pairs 16 Kg / 2 Pairs 225 Kg / 1 Pes 18 Kg / 1 Pes

COMMERCIAL SPEARKER | JINGLE®
WWW.GABRIELSOUND.CN
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JINGLE SPEAKER COMPARISON CHART _

}t ﬁ Rj- t b% (gmﬂ:ﬁ }_E’E%"g%_ﬁjﬁ ) gtsr?fciiga I.rlcrjalion Configuration

TWO-WAY SPEAKER TWO-WAY SPEAKER TWO-WAY SPEAKER TWO-WAY SPEAKER TWO-WAY SPEAKER LINE ARRAY / FULL RANGE SPEAKER LINE ARRAY / FULL RANGE SPEAKER SUBWOOFER LINE ARRAY SPEAKER SYSTEM LINE ARRAY SPEAKER SYSTEM LINE ARRAY SPEAKER SYSTEM
PR-16Alll PR-26Alll PR-18Alll 310Mill PR-100A MV400 MV600 G20L G20LMA40-12x ML3-AX+ML3S

G20LMAG60-8x

Installation icon REET Wall bracket Wall bracket Wall bracket Wall bracket Wall bracket BF-COS side BF-COS side STANDARD: STANDARD: STANDARD:
; - - 26MAX Audio processor 26MAX Audio processor 26MAX Audio processor

SPECIFICATIONS

OPTIONAL: OPTIONAL:
48MAX Multi-function audio processor

48MAX Multi-function audio processor CNF200Il Amplifier

YINVIdS

HINVIdS

AN

System Type ES & 3" Tweeter x 1+ 6.5" Woofer x 1 3" Tweeter x 1+ 6.5" Woofer x 2 34mm Tweeter x 1+ 8" Woofer x 1 3" Tweeter x 2+ 8" Woofer x 1 34mm Tweeter x 14 10" Woofer x 1 3" Fullrange x 2 3" Fullrange x 4 10" Woofer x 2 3" Fullrange x 24 \ 10'W x 2 3" Fullrange x 32 \ 10'W x 2 3" Fullrange x 8 \ 10'W x1

Frequency Response 7 22 1| i 75Hz-19KHz 75Hz-19KHz 65Hz-19KHz 100Hz-20KHz 60Hz-18KHz 120Hz-20KHz 120Hz-20KHz 50Hz-250Hz 50Hz-20KHz 50Hz-20KHz 45Hz-20KHz

Impedance 5 7R B #1 802 802 8Q) 802 800 80} 1602 40) MV400: 16Q \ G20L: 402 MV600: 800\ G20L: 400 ML3-4x: 1602 \ML3S: 80

Handling Power ABIHE 100W(RMS) 150W(RMS) 130W(RMS) 100W(RMS) 150W(RMS) 60W(RMS) 120W(RMS) 500W(RMS) MV400(4Pes): 240W x 3 (RMS) MV600(4Pcs): 480W x 3 (RMS) ML3-4x: 240W, (RMS)
200W(PEAK) 300W (PEAK) 260W(PEAK) 200W(PEAK) 300W(PEAK) 120W(PEAK) 240W(PEAK) 1000W(PEAK) G20L: 500W (RMS) x 1 G20L: 500W (RMS) x 1 ML3S: 250W (RMS)

Sensitivity(1w/1m) REER 93dB 94dB 95dB 93dB 95dB 93dB 95dB 95dB 96dB

Max SPL EEEER 113dB 116dB 116dB 113dB 117dB 110dB 115dB 122dB 116dB

Connector # O SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectars SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors SpeakON chassis connectors

Housing Material ShEHE MDF MDF MDF MDF MDF Metal Metal MDF Metal + MDF Metal + MDF Metal + MDF

Suspension BEmRY © P30 Series © P30 Series © P30 Series © P30 Series © P30 Series BF-COS side BF-COS side Three-point ring BF-COS side + Rings BF-COS side + Rings BF-COS side + Rings

Wall mounting BELR ® Gu4I ® GU40T ® GU40T ® Gu40D ® Gu40I © © o O G50R © G50R © G50R

Set on the ground AT it - - - - - © - - -

Finish &b 5 Black Black Black Black Black Black Black Black Black Black Black

Dimensions(W x H x D) R 5 218 x 348 x 152 mm 218 x 530 x 152 mm 263 x 390 x 188 mm 310 x 360 x 178 mm 3056 x 442 x 232 mm 400 x 94 x 100 mm 600 x 94 x 100 mm 400 x 600 x 200 mm 400 x 1950 x 200 mm 600 x 1250 x 200 mm 400 x 730 x 385 mm

Net Weight(1 Pcs) 2 B 4.3 Kg 6.5 Kg 6.9 Kg 5.6 Kg 9.5 Kg 2.75 Kg 4.4 Kg 20.5 Kg 55.5 Kg 56.5 Kg 25.8 Kg

Size of the packing BERYT 605 x 420 x 477 mm / 2 Pairs 420 x 315 x 645mm / 1 Pairs 490 x 350 x 515 mm / 1 Pairs 443 x 397 x 530 mm / 1 Pairs 405 x 325 x 595 mm / 1 Pes 155 x 585 x 445 mm / 4 Pcs 155 x 585 x 645 mm / 4 Pcs 698 x 300 x 490 mm / 1 Pcs

Gross weight ES] B 245 Kg / 2 Pairs 17 Kg / 1 Pairs 18 Kg / 1 Pairs 15 Kg / 1 Pairs 122 Kg / 1 Pes 13 Kg / 4 Pecs 18 Kg / 4 Pecs 23 Kg / 1 Pes

PROFESSIONAL CONFERENCE SPEAKER | JINGLE®
WWW.GABRIELSOUND.CN
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GABRIEL AUDIO CO., LTD. hE REEFhEREEEM Tk Call Technical Support Email a Question
! EH33212152012
ﬁﬂigﬁ%gﬁgigﬂiiﬁﬁ$ﬂgﬁ 1B B B
Add: No. 201, Building 12, No. 33, BEEHRINNMERSHD,
IINGl[® Enzhou Industrial Avenue Middle, BHBREL, REEETERINME %%%Eggi‘jfgoﬁ%‘mmﬁ@ﬁ@&
Enping City, Guangdong Province, RO i i
www.Gabrielsound.cn China AR EETEL: (86+750) 718-2920

If you require more information, please send an email to Gabpro@163.com or visit our website www.Gabrielsound.cn to browse for technical information that is being continuously updated and increased.

F&EER PRUER R mA RN 8. MrhREaiE SN AEREHA, FEAESEE RS AmAEEl, BB mEAL.
The information provided in this catalog contains descriptions or characteristics of performance which in case of actual use do not always apply as described or which may change as a result of further development of the products. Availability and technical specifications are
subject to change without notice.

©2025 GABRIEL AUDIO CO,, LTD. ALL RIGHTS RESERVED. {R£EEFFEINF]
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